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MIXING CONSOLE 
1X Grand MA3 LIGHT MODE 2 OR 3 

DIMMERS 
8X CELCO  FUSION 96 CHANNELS 

SPLITT 
2X LUMINEX 2.10 HUB  

PARCANS 
29X PAR64 LONG CP62 See plot 
20X PAR64 LONG MISC ON DEMAND 
2X PAR64 LONG SIXBAR LIST See plot 
12x PAR64 SHORT FLOORCANS ON DEMAND 
    

PROFILES 
4X ETC ZOOM 15*-30* 750W 
4X ETC Profile 38* 750W 
    

FRESNELS 
4X ROBERT JULIAT 310H 1000W 
    

BLINDERS 
8X THOMAS 2-LIGHT 650W 
4X THOMAS 4-LIGHT 1300W  
    

STROBES 
4X MARTIN ATOMIC 3000 4 CHANNEL MODE 
    

MOVING WASH 
8X MARTIN MAC AURA BASIC MODE 
    

MOVING SPOT 
10X AYRTON  DIABLO – S STANDARD MODE 
    

FOLLOWSPOT 
1X ROBERT JULIAT 1200W TOPAZ ON DEMAND 
    

SMOKE 
2X MARTIN JEM ZR44 HI-MASS  
    

HAZE 
1X MDG ATMOSPHERE 2CHANNEL OR 

STANDALONE 
    
  ALL NECESSARY 

CABLES 
 

 


